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At the time of our inspection we conducted a tracer gas pressure test on the pool skimmer line and a drop in pressure was noted. We 

conducted a tracer gas detection sweep between the pump and the skimmer box and tracer gas was detected. We conducted an 

acoustic test in the area and a positive change in frequency confirmed the leak location to this position. We conducted a tracer gas 

pressure test on the pool jet line and no drop in pressure was noted. We could not conduct conclusive dye tests on any of the pool 

features due to pool being green.

Recommendation:

Findings:

We recommend that the area where the tracer gas was identified be opened up order to visually identify and repair the leak. We 

recommend that the pool level be monitored and possibly have dye tests performed once the water is clear, should the water loss 

persist.

Please Note: A leak detection investigation is by all means a process of elimination and once a water leak has been found, the 

identification of any additional leaks would be subject to the repair of the initial leak.

End Read: 0.77 Bar

Jet line/s Gas pressure test Start Time: 10:50 End Time: 10:55

Start Read: 0.77 Bar

Tracer gas detection Tracer gas detected

Acoustic test Positive change in frequency

Start Read: 0.77 Bar

End Read: 0.20 Bar

None

Area Item Test Conducted Result

Pool Skimmer line Gas pressure test Start Time: 10:20 End Time: 10:25

Client-Site briefing:

Leak detection requested due to pool losing +- 110mm over 5 days.

Resultant Damages:
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Read Start: Read End:

Read Start: Read End:

Visual of tracer gas detected between the pool skimmer box and the 

pump

Area where leak is suspected to be located.

Pressure test conducted, no drop in pressure from:

Time Start: 10:50 Time End: 10:55

0.77 Bar 0.77 Bar

No drop in pressure noted during pressure test conducted on the pool 

jet line

Pressure test conducted, drop in pressure from:

Time Start: 10:20 Time End: 10:25

0.77 Bar 0.20 Bar

Pressure test conducted on pool skimmer line drop in pressure noted.
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